iNDICE DE CARGA

Capacidad de carga.

La capacidad de carga esta indicada en el costado de la llanta de la siguiente manera: Las llantas
para auto y camioneta que no contengan ninguna letra antes de la medida o que contengan “P”,
estaran clasificadas como SL (carga estandar), XL (extra carga) y LL (carga ligera). Las llantas
para camioneta que contengan “LT” al inicio de la medida estaran catalogadas con una letra que

vaadelaAalaN, las cuales indican el nimero de capas que posee el neumatico.
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El indice de velocidad indica la maxima velocidad en la cual la llanta puede
llevar la carga correspondiente al indice de carga.

400
412
425
437
450
462
475
487
500
515
530
545
560
580
600

92
93
94
95
96
97
98
99
100
101
102
103
104
105
106

630
650
670
690
710
730
750
775
800
825
850
875
900
925
950

108
109
110
11
112
113
114
115
116
117
118
119
120
121
122

1000
1030
1060
1090
1120
1150
1180
1215
1250
1285
1320
1360
1400
1450
1500

124
125
126
127
128
129

Kilogramos

1550
1600
1650
1700
1750
1800
1850

Capacidad de | Rango de
Capas Carga

2
4
6
8
10
12

A

B
(
D
E
E

WEdriE vElseae Méxima velocidad

< S<I-HwnxxpPOoE

—
N
o <

A

81 mph"

93 mph
100 mph
106 mph
112 mph

118 mph
130 mph

150 mph
169 mph

187 mph

over 187 mph?
over 150 mph

130 km/h"
150 km/h
160 km/h
170 km/h
180 km/h
190 km/h
210 km/h
240 km/h
270 km/h
300 km/h
over 300 km/h?
over 240 km/h

K
L
M
N
>
Q
R
S
T
H

69 mph
75 mph
81 mph
87 mph
93 mph
100 mph
106 mph
112 mph
118 mph
130 mph

110 km/h
120 km/h
130 km/h
140 km/h
150 km/h
160 km/h
170 km/h
180 km/h
190 km/h
210 km/h




) BMW approved tyres DOT 07 year: 2007
(1Z) [BRIDGES TONE ORIGINAL EQUIPMENT DOT 08 [Manufactured year: 2008
(22) BRIDGES TONE ORIGINAL EQUIPMENT DOT 09 year: 2009
32) DOT 10 year: 2010
(A) Renault Espace IV 18" approved tyres Dunlop Self-Supporting Technology run-flat tires by
(AR) Alfa Romeo DSST Dunlo;
(ARR) Alfa Romeo L
0 2 S DT Different Tread Design
: e
2 Romeo / Fiat / Subaru / Toyota approved tyres
youepprovecion Goodyear Extended Mobility Tyre: run flat tyres by
6) Bentley approved tyres EMT
Goodyear.
B1) Bentley approved tyres =
BL)
(B7) [BRIDGES TONE ORIGINAL EQUIPMENT. FO Ford approved tyres
) Sr—— P FLANGE PROTECTION FOR ALLOY RIM.
07) Honda / Mazda / Toyota approved tyres FR Flange rim protection
(E2) Audi / Mazda 6 approved tyres FSL Flange rim protection
[G) Ferrari Ferrari
(F2) BRIDGES TONE ORIGINAL EQUIPMENT Ferrari-Maserati Ferrari/Maserati
©) for VW Golf Fiat
(62) Subaru approved tyres indicates that outside diameter or tread width differ
(HZ) BRIDGESTONE ORIGINAL EQUIPMENT 61 from a tyre without this marking. We recommend to
) Jaguar approved tyres fit two G1 on the same axle. For
(JRS) [Jaguar approved tyres HARD
07) Seat / Subaru approved tyres HO Honda
K1 i
(K1) Ferrari approved tyres HRS Hankook Runflat System
(K2) Ferrari approved tyres T
(K2) Nissan / Toyota approved tyres L
) Lancia approved tyres T
(M2) [Mitsubishi / Toyota approved tyres Land Rover
s Sppeovad Kaes, THE usaneal ascalapionof - New blend of rubber that offers greater performance
(NO) Porsche N-Spec tires reflect either enhancements to and trip economy
the previous generation of the same tire model. LTS
Porsche approved tyres. The numerical escalation of Lamborghini
(1) Porsche N-Spec tires reflect either enhancements to Lancia
the previous generation of the same tire model. m
Porsche approved tyres. The numerica escalaton of e Efficient on inuAdy tFrain.
(N2) Porsche N-Spec tires reflect either enhancements to
; : 2 MC1 [Mc Laren
the previous generation of the same tire model.
Porsche approved tyres. The numerical escalation of MEDIUM [MEDIUM GUM COMPOUND
(N3) Porsche N-Spec tires reflect either enhancements to MEDIUM-HARD
the previous generation of the same tire model. WFs [Max Flange Shield: protects the tyre from curb
Porsche approved tyres. The numerical escalation of damage.
(N4) Porsche N-Spec tires reflect either enhancements to MGT [Maserati
the previous generation of the same tire model. ) [Mercedes approved tyres
N Pnrsc:e approved zyres,ﬂme r,tuhmeric:l escalation of o1 P ey
(N5) Porsche N-Spec tires reflec either enhancements to ‘MOExtonded Mercedes Extended (Runflat)
the previous generation of the same tire model. =
Porsche approved tyres. The numerical escalation of a
(N6) Porsche N-Spec tires reflect either enhancements to NCS
the previous generation of the same tire model. NHS Not for Highway Service
(NZ) BRIDGES TONE ORIGINAL EQUIPMENT 0BL Outlined Black Letters
(07) BRIDGES TONE ORIGINAL EQUIPMENT o Off White Letter: means that the writing on the
(PE) Peugeot approved tyres sidewall is white.
°7) Ford / Mazda / Mercedes / VW approved tyres owT OUTLINED WHITE LETTERS
[3) [Wini approved tyres Opel
(RZ) BRIDGESTONE ORIGINAL EQUIPMENT PE
1) [Mazda MPV approved tyres The ability to run with a deflated tyre for 125 miles at
(] iazda 6'approved.tyres Pax up to 50 mph, due to the integrated support ring
vz Origial OREMWISTTISKoda] which is anchored to the wheel.
(V2) [BRIDGES TONE ORIGINAL EQUIPMENT RO1 [Audi Quattro, RS4, RS6, R8
w2) BRIDGES TONE ORIGINAL EQUIPMENT —~ o T
(X2) [BRIDGES TONE ORIGINAL EQUIPMENT 6 a— ——
i i g
7) BRIDGES TONE ORIGINAL EQUIPMENT €rage ces pnevs olr, entoure de banc
™ RBL Raised or Recessed Black Letters
Ply Rating (PR) is indicator of the load capacity of the el Raised Black Letters Tubeless
10-PR tire. The number has no direct relationship to the RGL Raised Gold Letters
number of ples. RPB. RPB = Rim Protection Bar. Flange rim protection
Ply Rating (PR) is indicator of the load capacity of the Fn Raised White Letter: means that the writing on the
12-PR tire. The number has no direct relationship to the sidewall is white
number of plies. Renault
B Ratis (R B oo tislbad Capacityofitie RunFlat indicate that these tyres are able to run on flat.
14-PR tire. The number has no direct relationship to the =]
number of ples. =
Ply Rating (PR) is indicator of the load capacity of the
16-PR tire. The number has no direct relationship to the S78
number of plies. SB Serrated Black Stripe
Ply Rating (PR) is indicator of the load capacity of the SBL serrated Black Letters
18-PR tire. The number has no direct relationship to the SOFT
number of plies. Winter tyre spikes for enhanced traction on ice. Due
Ply Rating (P is indicator o the load capaciy o the oiE to their unique designs these tyres must be used in
4R tire. The number has no direct relationship to the sets of four, Use of studded tyres i often prohibited
number of ples. i
Ply Rating (PR) is indicator of the load capacity of the :
6-PR tire. The number has no direct relationship to the : : o s
number of plies. Self Supporting Runflat, SSR tyres will enable you to
Pl Rating (PR) 15 ndicator of the (oad capacity of the SSR continue driving for up 50 miles at a maximum speed
8-PR tire. The number has no direct relationship to the of 50 mph. SSR tyres may only be fitted to vehicles
number of plies. equipped with a tyre pressure monitoring system
A Winter tire studs for enhanced traction on ice. Due to
their unique designs these tires must be used in sets
AR STUDDABLE @ € e
AM6 [Aston Martin of four. Use of studded tires is often prohibited or
AM8 Aston Martin restricted.
AM9 [HOMOLOGATION FOR ASTON MARTIN : DB9 VOLANTE SUPER-SOFT
VA V8 Seal Self-selling standard production tyres
AML Aston Martin Seat
AMR [Aston Martin Skoda
mz Aston Martin ™
. T0 Toyota
AMX [Aston Martin .
s o T Tubetype, tyre with a tube.
Alfa Romes s = New blend of rubber that offers greater performance
Black Label: The characters on the tyre wall are and trip economy
BL orittan Tn bladk Vo Volkswagen approved tyres
BS Black Stylized VSB Vertical Serrated Band
BSW. Black Side Wall w Volkswagen
c |Marking for light truck WET
1 Chrysler Viper approved tyres - White letter: means that the writing on the sidewall is
() white.
CRAMPONS Wsw White Sidewall: Tyre having an entire white side.
Conti-Seal Self-selling standard production tyres WrcC
(Goiiti:Silent] __ _ wWwW Tyre having an entire white side.
DA indicates an appearance defect. Tyres with this v Ty having i ete WS e
DA marking are factory seconds that have the same - - -
e XL Reinforced tyres. Have a higher load index.
Tyres that have been mounted and dismounted and e e Cechaoavc (eI et
DEMO P e e e T e » brand. The runflat system allows to drive a distance

and new.

of 50 miles at a maximum speed of 50 mph.
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